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AFRICAN MESH

SPECIFICATION

PERFORMANCE

KEY FEATURES & BENEFITS

• Available in 6 natural composite colours & 25 Mandarin colours 

• Highly durable providing long-term stability and performance 

• Safe, non-toxic, non-irritant & without red list chemical binders 

• Recycled and recyclable

CARE

• Easy to clean with a 
damp cloth or vacuum 
cleaner 

• Indoor use only

COMPOSITION 100 % polyester (recycled PET appx. 50 %)

MATERIAL WEIGHT 0.23 in: 2.8 Ibs/ft2 (+/- 5 %), 0.3 in: 3.7 Ibs/ft2 (+/- 5 %)

MATERIAL THICKNESS 0.23 in Natural & Mandarin colors (+/- 10 %)

PANEL WEIGHT 0.23 in: 31.5x94.5 in: 5.5 Ibs / per pcs. (+/- 5 %)  
47.2x94.5 in: 8.8 Ibs / per pcs. (+/- 5 %)
0.3 in: 31.5x94.5:     Ibs / per pcs. (+/- 5 %)  
47.2x94.5 in:         Ibs / per pcs. (+/- 5 %)

0.23 in: 31.5x94.5 in: 7.7 Ibs / per pcs. (+/- 5 %)  
47.2x94.5 in: 12.1 Ibs / per pcs. (+/- 5 %) 
0.3 in: 31.5x94.5:        Ibs / per pcs. (+/- 5 %) 
47.2x94.5 in:               Ibs / per pcs. (+/- 5 %)

ACOUSTIC RATES 0,23 NRC (EN-11654)

FIRE RATES B, S1, d0 (EN-13501)

LIGHT FASTNESS 6+ (ISO-105 B02)

MAS CERTIFIED GREEN     CDPH Standard Method v1.2

LOW VOC Eligible for LEED v4

HEALTH 99.9 % Antibacterial (ISO-20743) Formaldehyde-free (ISO-14184)

MOISTURE ABSORPTION >0.03 % by weight (50°C/122°F at 90% relative humidity)

THERMAL INSULATING: 0,040 W/mK

Mesh Models of the Plativity Collection oers acoustic solutions by creating some privacy  
and to divide spaces for interiors. 

Semi-rigid free hanging solutions are lightweight & keeps light transmittance at interior spaces.  
Plativity Mesh delivers tailor made space division solutions with cut out plate sheets that  
oers standard various patterns. On request it also allows customizable designs.

Natural  

 

Mandarin
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AFRICAN

PT295H PT296H

HANGING INSTALLATION

SLIDING INSTALLATION

31.5”

94.5” 94.5”

47.2”

*** MESH PANELS ARE NEVER %100 STRAIGHT AND RIGID
*** IN CODES, “H” INDICATES HANGING SYSTEM
*** NATURAL COLOUR OUTCOMES MAY VARY IN DIFFERENT BATCHES
*** PRICES ARE FOR ONE PIECE

AFRICAN

AFRICAN MESH
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CIRCLE MESH

SPECIFICATION

PERFORMANCE

KEY FEATURES & BENEFITS

• Available in 2 natural composite colours & 17 Camira Sonus colours

• Highly durable providing long-term stability and performance

• Safe, non-toxic, non-irritant & without red list chemical binders

• Recycled and recyclable

CARE

• Easy to clean with a damp cloth or vacuum cleaner

• Indoor use only

COMPOSITION 100 % polyester (recycled PET appx. 50 %)

MATERIAL WEIGHT .23 in: 2.8 Ibs/ft2 (+/- 5 %), .3 in: 3.7 Ibs/ft2 (+/- 5 %)

MATERIAL THICKNESS .23 in: (natural) (+/- 10 %), .3 in (color) (+/- 10 %)

PANEL WEIGHT .23 in:  31.5 in * 94.5 in: 4.4 lbs / per pcs. (+/- 5 %) 
.23 in:  47.2 in * 94.5 in: 6.6 lbs / per pcs. (+/- 5 %) 
.23 in:  94.5 in * 94.5 in: 6.6 lbs / per pcs. (+/- 5 %) 
.23 in:  47.2 in * 94.5 in: 11 lbs / per pcs. (+/- 5 %)

ACOUSTIC RATES 0. 23 NRC (EN-11654)

FIRE RATES B, S1, d0 (EN-13501)

MAS CERTIFIED GREEN     CDPH Standard Method v1.2 Low VOC   /   Eligible for LEED  v4 

HEALTH 99.9% Antibacterial (ISO-20743) Formaldehyde-free (ISO-14184)

MOISTURE ABSORPTION >0.03% by weight  (50°C/122°F at 90% relative humidity)

THERMAL INSULATING: 0,040 W/mK

Mesh Models of the Plativity Collection oers acoustic solutions by creating some privacy and to divide 
spaces for interiors. 

Semi-rigid free hanging solutions are lightweight & keeps light transmittance at interior spaces. Plativity 
Mesh delivers tailor made space division solutions with cut out plate sheets that oers standard various 
patterns. On request it also allows customizable designs.
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CIRCLES

PT230H PT235H

31.5”

94.5” 94.5”

47.2”

*** MESH PANELS ARE NEVER %100 STRAIGHT AND RIGID
*** IN CODES, “H” INDICATES HANGING SYSTEM
*** NATURAL COLOUR OUTCOMES MAY VARY IN DIFFERENT BATCHES
*** PRICES ARE FOR ONE PIECE

HANGING INSTALLATION

SLIDING INSTALLATION

CIRCLE 
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FOREST MESH

SPECIFICATION

PERFORMANCE

KEY FEATURES & BENEFITS

• Available in 6 natural composite colours & 25 Mandarin colours

• Highly durable providing long-term stability and performance

• Safe, non-toxic, non-irritant & without red list chemical binders

• Recycled and recyclable

CARE

• Easy to clean with a
damp cloth or vacuum
cleaner

• Indoor use only

COMPOSITION 100 % polyester (recycled PET appx. 50 %)

MATERIAL WEIGHT 0.23 in: 2.8 Ibs/ft2 (+/- 5 %),   0.3 in: 3.7 Ibs/ft2 (+/- 5 %)

MATERIAL THICKNESS 0.23 in Natural & Mandarin colors (+/- 10 %)

PANEL WEIGHT 0.23 in: 31.5x94.5 in: 5.5 Ibs / per pcs. (+/- 5 %) 
47.2x94.5 in: 8.8 Ibs / per pcs. (+/- 5 %)
0.3 in: 31.5x94.5:      Ibs / per pcs. (+/- 5 %)  
47.2x94.5 in:      Ibs / per pcs. (+/- 5 %)

0.23 in: 31.5x94.5 in: 7.7 Ibs / per pcs. (+/- 5 %) 
47.2x94.5 in: 12.12 Ibs / per pcs. (+/- 5 %)
0.3 in: 31.5x94.5:     Ibs / per pcs. (+/- 5 %)  
47.2x94.5 in:     Ibs / per pcs. (+/- 5 %)

ACOUSTIC RATES 0,23 NRC (EN-11654)

FIRE RATES B, S1, d0 (EN-13501)

LIGHT FASTNESS 6+ (ISO-105 B02)

MAS CERTIFIED GREEN     CDPH Standard Method v1.2

LOW VOC Eligible for LEED v4

HEALTH 99.9 % Antibacterial (ISO-20743) Formaldehyde-free (ISO-14184)

MOISTURE ABSORPTION >0.03 % by weight (50°C/122°F at 90% relative humidity)

THERMAL INSULATING: 0,040 W/mK

Natural 

Mandarin
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FOREST

PT210H PT215H

31.5”

94.5”
94.5”

47.2”

*** MESH PANELS ARE NEVER %100 STRAIGHT AND RIGID
*** IN CODES, “H” INDICATES HANGING SYSTEM
*** NATURAL COLOUR OUTCOMES MAY VARY IN DIFFERENT BATCHES
*** PRICES ARE FOR ONE PIECE

HANGING INSTALLATION

SLIDING INSTALLATION

FOREST
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FTH mcontrast.com

LINE   MESH

Mesh Models of the Plativity Collection oers acoustic solutions by creating some privacy 
and to divide spaces for interiors. 

Semi-rigid free hanging solutions are lightweight & keeps light transmittance at interior spaces. 
Plativity Mesh delivers tailor made space division solutions with cut out plate sheets that  
oers standard various patterns. On request it also allows customizable designs.

SPECIFICATION

KEY FEATURES & BENEFITS

• Available in 6 natural composite colours & 25 Mandarin colours
• Highly durable providing long-term stability and performance
• Safe, non-toxic, non-irritant & without red list chemical binders
• Recycled and recyclable

COMPOSITION 100 % polyester (recycled PET appx. 50 %)

MATERIAL WEIGHT 0.23 in: 2.9 Ibs/ft2 (+/- 5 %), 0.3 in: 3.7 Ibs/ft2 (+/- 5 %)

MATERIAL THICKNESS 0.23 in Natural & Mandarin colors (+/- 10 %)

PANEL WEIGHT 0.23 in: 31.5x94.5 in: 5.5 Ibs / per pcs. (+/- 5 %) 
47.2x94.5 in: 8.8 Ibs / per pcs. (+/- 5 %)

0.3 in: 31.5x94.5:    Ibs / per pcs. (+/- 5 %) 
47.2x94.5 in:    Ibs / per pcs. (+/- 5 %)

0.23 in: 31.5x94.5 in: 7.7 Ibs / per pcs. (+/- 5 %) 
47.2x94.5 in: 12.12 Ibs / per pcs. (+/- 5 %)

0.3 in: 31.5x94.5:   Ibs / per pcs. (+/- 5 %) 
47.2x94.5 in:    Ibs / per pcs. (+/- 5 %)

ACOUSTIC RATES 0,59 NRC (EN-11654) with no air gap

FIRE RATES B, S1, d0 (EN-13501)

LIGHT FASTNESS 6+ (ISO-105 B02)

MAS CERTIFIED GREEN     CDPH Standard Method v1.2 Low VOC / Eligible for LEED v4

HEALTH 99.9 % Antibacterial (ISO-20743) Formaldehyde-free (ISO-14184)

MOISTURE ABSORPTION >0.03 % by weight (50°C/122°F at 90% relative humidity)

THERMAL INSULATING: 0,040 W/mK

Natural 

Mandarin

PERFORMANCE

CARE

• Easy to clean with a damp
cloth or vacuum cleaner

• Indoor use only
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LINE

PT260H PT265H

31.5”

94.5” 94.5”

47.2”

*** MESH PANELS ARE NEVER %100 STRAIGHT AND RIGID
*** IN CODES, “H” INDICATES HANGING SYSTEM
*** NATURAL COLOUR OUTCOMES MAY VARY IN DIFFERENT BATCHES
*** PRICES ARE FOR ONE PIECE

HANGING INSTALLATION

SLIDING INSTALLATION

LINE   MESH
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FTH mcontrast.com

MATRIX   MESH

Mesh Models of the Plativity Collection oers acoustic solutions by creating some privacy 
and to divide spaces for interiors. 

Semi-rigid free hanging solutions are lightweight & keeps light transmittance at interior spaces. 
Plativity Mesh delivers tailor made space division solutions with cut out plate sheets that  
oers standard various patterns. On request it also allows customizable designs.

SPECIFICATION

KEY FEATURES & BENEFITS

• Available in 6 natural composite colours & 25 Mandarin colours
• Highly durable providing long-term stability and performance
• Safe, non-toxic, non-irritant & without red list chemical binders
• Recycled and recyclable

COMPOSITION 100 % polyester (recycled PET appx. 50 %)

MATERIAL WEIGHT 0.23 in: 2.8 Ibs/ft2 (+/- 5 %), .3 in: 3.7 Ibs/ft2 (+/- 5 %)

MATERIAL THICKNESS .23 in: (natural) (+/- 10 %), .3 in (color) (+/- 10 %)

PANEL WEIGHT 0.23 in: 31.5x94.5 in: 5.5 Ibs / per pcs. (+/- 5 %) 
47.2x94.5 in: 8.8 Ibs / per pcs. (+/- 5 %)

0.3 in: 31.5x94.5:      Ibs / per pcs. (+/- 5 %) 
47.2x94.5 in:      Ibs / per pcs. (+/- 5 %)

0.23 in: 31.5x94.5 in: 7.7 Ibs / per pcs. (+/- 5 %) 
47.2x94.5 in: 12.12 Ibs / per pcs. (+/- 5 %)

0.3 in: 31.5x94.5:     Ibs / per pcs. (+/- 5 %) 
47.2x94.5 in:     Ibs / per pcs. (+/- 5 %)

ACOUSTIC RATES 0,23 NRC (EN-11654)

FIRE RATES B, S1, d0 (EN-13501)

LIGHT FASTNESS 6+ (ISO-105 B02)

MAS CERTIFIED GREEN     CDPH Standard Method v1.2 Low VOC / Eligible for LEED v4

HEALTH 99.9 % Antibacterial (ISO-20743) Formaldehyde-free (ISO-14184)

MOISTURE ABSORPTION >0.03 % by weight (50°C/122°F at 90% relative humidity)

THERMAL INSULATING: 0,040 W/mK

Natural 

Mandarin

PERFORMANCE

CARE

• Easy to clean with a damp
cloth or vacuum cleaner

• Indoor use only
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MATRIX

PT270H PT275H

31.5”

94.5” 94.5”

47.2”

*** MESH PANELS ARE NEVER %100 STRAIGHT AND RIGID
*** IN CODES, “H” INDICATES HANGING SYSTEM
*** NATURAL COLOUR OUTCOMES MAY VARY IN DIFFERENT BATCHES
*** PRICES ARE FOR ONE PIECE

HANGING INSTALLATION

SLIDING INSTALLATION

MATRIX   MESH
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FTH mcontrast.com

MATRIX   MESH   PLUS

Mesh Models of the Plativity Collection oers acoustic solutions by creating some privacy 
and to divide spaces for interiors. 

Semi-rigid free hanging solutions are lightweight & keeps light transmittance at interior spaces. 
Plativity Mesh delivers tailor made space division solutions with cut out plate sheets that  
oers standard various patterns. On request it also allows customizable designs.

SPECIFICATION

KEY FEATURES & BENEFITS

• Available in 6 natural composite colours & 25 Mandarin colours
• Highly durable providing long-term stability and performance
• Safe, non-toxic, non-irritant & without red list chemical binders
• Recycled and recyclable

COMPOSITION 100 % polyester (recycled PET appx. 50 %)

MATERIAL WEIGHT .23 in: 2.8 Ibs/ft2 (+/- 5 %), .3 in: 3.7 Ibs/ft2 (+/- 5 %)

MATERIAL THICKNESS 0.23 in Natural & Mandarin colors (+/- 10 %)

PANEL WEIGHT 0.23 in: 31.5x94.5 in: 5.5 Ibs / per pcs. (+/- 5 %) 
47.2x94.5 in: 8.8 Ibs / per pcs. (+/- 5 %)

0.3 in: 31.5x94.5:      Ibs / per pcs. (+/- 5 %) 
47.2x94.5 in:      Ibs / per pcs. (+/- 5 %)

0.23 in: 31.5x94.5 in: 7.7 Ibs / per pcs. (+/- 5 %) 
47.2x94.5 in: 12.12 Ibs / per pcs. (+/- 5 %)

0.3 in: 31.5x94.5:     Ibs / per pcs. (+/- 5 %) 
47.2x94.5 in:     Ibs / per pcs. (+/- 5 %)

ACOUSTIC RATES 0,23 NRC (EN-11654)

FIRE RATES B, S1, d0 (EN-13501)

LIGHT FASTNESS 6+ (ISO-105 B02)

MAS CERTIFIED GREEN     CDPH Standard Method v1.2 Low VOC / Eligible for LEED v4

HEALTH 99.9 % Antibacterial (ISO-20743) Formaldehyde-free (ISO-14184)

MOISTURE ABSORPTION >0.03 % by weight (50°C/122°F at 90% relative humidity)

THERMAL INSULATING: 0,040 W/mK

Natural 

Mandarin

PERFORMANCE

CARE

• Easy to clean with a damp
cloth or vacuum cleaner

• Indoor use only
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MATRIX PLUS

PT280H PT285H

31.5”

94.5” 94.5”

47.2”

*** MESH PANELS ARE NEVER %100 STRAIGHT AND RIGID
*** IN CODES, “H” INDICATES HANGING SYSTEM
*** NATURAL COLOUR OUTCOMES MAY VARY IN DIFFERENT BATCHES
*** PRICES ARE FOR ONE PIECE

HANGING INSTALLATION

SLIDING INSTALLATION

MATRIX   MESH   PLUS
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FTH mcontrast.com

PLUS

SPECIFICATION

KEY FEATURES & BENEFITS

• Available in 6 natural composite colours & 25 Mandarin colours
• Highly durable providing long-term stability and performance
• Safe, non-toxic, non-irritant & without red list chemical binders
• Recycled and recyclable

COMPOSITION 100 % polyester (recycled PET appx. 50 %)

MATERIAL WEIGHT .23 in: 2.8 Ibs/ft2 (+/- 5 %), .3 in: 3.7 Ibs/ft2 (+/- 5 %)

MATERIAL THICKNESS 0.23 in Natural & Mandarin colors (+/- 10 %)

PANEL WEIGHT 0.23 in: 31.5x94.5 in: 5.5 Ibs / per pcs. (+/- 5 %) 
47.2x94.5 in: 8.8 Ibs / per pcs. (+/- 5 %)

0.3 in: 31.5x94.5:      Ibs / per pcs. (+/- 5 %) 
47.2x94.5 in:      Ibs / per pcs. (+/- 5 %)

0.23 in: 31.5x94.5 in: 7.7 Ibs / per pcs. (+/- 5 %) 
47.2x94.5 in: 12.12 Ibs / per pcs. (+/- 5 %)

0.3 in: 31.5x94.5:     Ibs / per pcs. (+/- 5 %) 
47.2x94.5 in:     Ibs / per pcs. (+/- 5 %)

ACOUSTIC RATES 0,78 NRC (EN-11654) with no air gap

FIRE RATES B, S1, d0 (EN-13501)

LIGHT FASTNESS 6+ (ISO-105 B02)

MAS CERTIFIED GREEN     CDPH Standard Method v1.2 Low VOC / Eligible for LEED v4

HEALTH 99.9 % Antibacterial (ISO-20743) Formaldehyde-free (ISO-14184)

MOISTURE ABSORPTION >0.03 % by weight (50°C/122°F at 90% relative humidity)

THERMAL INSULATING: 0,040 W/mK

Natural 

Mandarin

PERFORMANCE

CARE

• Easy to clean with a damp
cloth or vacuum cleaner

• Indoor use only
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PLUS

PT240H PT245H

31.5”

94.5” 94.5”

47.2”

*** MESH PANELS ARE NEVER %100 STRAIGHT AND RIGID
*** IN CODES, “H” INDICATES HANGING SYSTEM
*** NATURAL COLOUR OUTCOMES MAY VARY IN DIFFERENT BATCHES
*** PRICES ARE FOR ONE PIECE

HANGING INSTALLATION

SLIDING INSTALLATION

PLUS
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FTH mcontrast.com

RAIN

SPECIFICATION

KEY FEATURES & BENEFITS

• Available in 6 natural composite colours & 25 Mandarin colours
• Highly durable providing long-term stability and performance
• Safe, non-toxic, non-irritant & without red list chemical binders
• Recycled and recyclable

COMPOSITION 100 % polyester (recycled PET appx. 50 %)

MATERIAL WEIGHT .23 in: 2.8 Ibs/ft2 (+/- 5 %), .3 in: 3.7 Ibs/ft2 (+/- 5 %)

MATERIAL THICKNESS 0.23 in Natural & Mandarin colors (+/- 10 %)

PANEL WEIGHT 0.23 in: 31.5x94.5 in: 5.5 Ibs / per pcs. (+/- 5 %) 
47.2x94.5 in: 8.8 Ibs / per pcs. (+/- 5 %) 
0.3 in: 31.5x94.5:     Ibs / per pcs. (+/- 5 %) 
47.2x94.5 in:      Ibs / per pcs. (+/- 5 %)

10.23 in: 31.5x94.5 in: 7.7 Ibs / per pcs. (+/- 5 %) 
47.2x94.5 in: 12.12 Ibs / per pcs. (+/- 5 %) 
0.3 in: 31.5x94.5:     Ibs / per pcs. (+/- 5 %) 
47.2x94.5 in:    Ibs / per pcs. (+/- 5 %)

ACOUSTIC RATES 0,78 NRC (EN-11654) with no air gap

FIRE RATES B, S1, d0 (EN-13501)

LIGHT FASTNESS 6+ (ISO-105 B02)

MAS CERTIFIED GREEN     CDPH Standard Method v1.2 Low VOC / Eligible for LEED v4

HEALTH 99.9 % Antibacterial (ISO-20743) Formaldehyde-free (ISO-14184)

MOISTURE ABSORPTION >0.03 % by weight (50°C/122°F at 90% relative humidity)

THERMAL INSULATING: 0,040 W/mK

Natural 

Mandarin

PERFORMANCE

CARE

• Easy to clean with a damp
cloth or vacuum cleaner

• Indoor use only
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RAIN

PT250H PT255H

31.5”

94.5” 94.5”

47.2”

*** MESH PANELS ARE NEVER %100 STRAIGHT AND RIGID
*** IN CODES, “H” INDICATES HANGING SYSTEM
*** NATURAL COLOUR OUTCOMES MAY VARY IN DIFFERENT BATCHES
*** PRICES ARE FOR ONE PIECE

HANGING INSTALLATION

SLIDING INSTALLATION

FTH mcontrast.com 1

RAIN

PT250H PT255H

31.5”

94.5” 94.5”

47.2”

*** MESH PANELS ARE NEVER %100 STRAIGHT AND RIGID
*** IN CODES, “H” INDICATES HANGING SYSTEM
*** NATURAL COLOUR OUTCOMES MAY VARY IN DIFFERENT BATCHES
*** PRICES ARE FOR ONE PIECE

HANGING INSTALLATION

SLIDING INSTALLATION

RAIN
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FTH mcontrast.com

SKEW

SPECIFICATION

KEY FEATURES & BENEFITS

• Available in 6 natural composite colours & 25 Mandarin colours
• Highly durable providing long-term stability and performance
• Safe, non-toxic, non-irritant & without red list chemical binders
• Recycled and recyclable

COMPOSITION 100 % polyester (recycled PET appx. 50 %)

MATERIAL WEIGHT .23 in: 2.8 Ibs/ft2 (+/- 5 %), .3 in: 3.7 Ibs/ft2 (+/- 5 %)

MATERIAL THICKNESS 0.23 in Natural & Mandarin colors (+/- 10 %)

PANEL WEIGHT 0.23 in: 31.5x94.5 in: 5.5 Ibs / per pcs. (+/- 5 %) 
47.2x94.5 in: 8.8 Ibs / per pcs. (+/- 5 %) 
0.3 in: 31.5x94.5:     Ibs / per pcs. (+/- 5 %) 
47.2x94.5 in:      Ibs / per pcs. (+/- 5 %)

10.23 in: 31.5x94.5 in: 7.7 Ibs / per pcs. (+/- 5 %) 
47.2x94.5 in: 12.12 Ibs / per pcs. (+/- 5 %) 
0.3 in: 31.5x94.5:     Ibs / per pcs. (+/- 5 %) 
47.2x94.5 in:    Ibs / per pcs. (+/- 5 %)

ACOUSTIC RATES Acoustic Rates: 0,23 NRC (EN-11654) 

FIRE RATES B, S1, d0 (EN-13501)

LIGHT FASTNESS 6+ (ISO-105 B02)

MAS CERTIFIED GREEN     CDPH Standard Method v1.2 Low VOC / Eligible for LEED v4

HEALTH 99.9 % Antibacterial (ISO-20743) Formaldehyde-free (ISO-14184)

MOISTURE ABSORPTION >0.03 % by weight (50°C/122°F at 90% relative humidity)

THERMAL INSULATING: 0,040 W/mK

Natural 

Mandarin

PERFORMANCE

CARE

• Easy to clean with a damp
cloth or vacuum cleaner

• Indoor use only
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SKEW

PT200H PT205H

31.5”

94.5” 94.5”

47.2”

*** MESH PANELS ARE NEVER %100 STRAIGHT AND RIGID
*** IN CODES, “H” INDICATES HANGING SYSTEM
*** NATURAL COLOUR OUTCOMES MAY VARY IN DIFFERENT BATCHES
*** PRICES ARE FOR ONE PIECE

HANGING INSTALLATION

SLIDING INSTALLATION

FTH mcontrast.com 1

RAIN

PT250H PT255H

31.5”

94.5” 94.5”

47.2”

*** MESH PANELS ARE NEVER %100 STRAIGHT AND RIGID
*** IN CODES, “H” INDICATES HANGING SYSTEM
*** NATURAL COLOUR OUTCOMES MAY VARY IN DIFFERENT BATCHES
*** PRICES ARE FOR ONE PIECE

HANGING INSTALLATION

SLIDING INSTALLATION

SKEW
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FTH mcontrast.com

SQUARES

SPECIFICATION

KEY FEATURES & BENEFITS

• Available in 6 natural composite colours & 25 Mandarin colours
• Highly durable providing long-term stability and performance
• Safe, non-toxic, non-irritant & without red list chemical binders
• Recycled and recyclable

COMPOSITION 100 % polyester (recycled PET appx. 50 %)

MATERIAL WEIGHT .23 in: 2.8 Ibs/ft2 (+/- 5 %), .3 in: 3.7 Ibs/ft2 (+/- 5 %)

MATERIAL THICKNESS 0.23 in Natural & Mandarin colors (+/- 10 %)

PANEL WEIGHT 0.23 in: 31.5x94.5 in: 5.5 Ibs / per pcs. (+/- 5 %) 
47.2x94.5 in: 8.8 Ibs / per pcs. (+/- 5 %) 
0.3 in: 31.5x94.5:     Ibs / per pcs. (+/- 5 %) 
47.2x94.5 in:      Ibs / per pcs. (+/- 5 %)

10.23 in: 31.5x94.5 in: 7.7 Ibs / per pcs. (+/- 5 %) 
47.2x94.5 in: 12.12 Ibs / per pcs. (+/- 5 %) 
0.3 in: 31.5x94.5:     Ibs / per pcs. (+/- 5 %) 
47.2x94.5 in:    Ibs / per pcs. (+/- 5 %)

ACOUSTIC RATES Acoustic Rates: 0,23 NRC (EN-11654) 

FIRE RATES B, S1, d0 (EN-13501)

LIGHT FASTNESS 6+ (ISO-105 B02)

MAS CERTIFIED GREEN     CDPH Standard Method v1.2 Low VOC / Eligible for LEED v4

HEALTH 99.9 % Antibacterial (ISO-20743) Formaldehyde-free (ISO-14184)

MOISTURE ABSORPTION >0.03 % by weight (50°C/122°F at 90% relative humidity)

THERMAL INSULATING: 0,040 W/mK

Natural 

Mandarin

PERFORMANCE

CARE

• Easy to clean with a damp
cloth or vacuum cleaner

• Indoor use only
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SQUARES

PT220H PT225H

31.5”

94.5” 94.5”

47.2”

*** MESH PANELS ARE NEVER %100 STRAIGHT AND RIGID
*** IN CODES, “H” INDICATES HANGING SYSTEM
*** NATURAL COLOUR OUTCOMES MAY VARY IN DIFFERENT BATCHES
*** PRICES ARE FOR ONE PIECE

HANGING INSTALLATION

SLIDING INSTALLATION

SQUARES
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FTH mcontrast.com

SUN

SPECIFICATION

KEY FEATURES & BENEFITS

• Available in 6 natural composite colours & 25 Mandarin colours
• Highly durable providing long-term stability and performance
• Safe, non-toxic, non-irritant & without red list chemical binders
• Recycled and recyclable

COMPOSITION 100 % polyester (recycled PET appx. 50 %)

MATERIAL WEIGHT .23 in: 2.8 Ibs/ft2 (+/- 5 %), .3 in: 3.7 Ibs/ft2 (+/- 5 %)

MATERIAL THICKNESS 0.23 in Natural & Mandarin colors (+/- 10 %)

PANEL WEIGHT 0.23 in: 31.5x94.5 in: 5.5 Ibs / per pcs. (+/- 5 %) 
47.2x94.5 in: 8.8 Ibs / per pcs. (+/- 5 %) 
0.3 in: 31.5x94.5:     Ibs / per pcs. (+/- 5 %) 
47.2x94.5 in:      Ibs / per pcs. (+/- 5 %)

10.23 in: 31.5x94.5 in: 7.7 Ibs / per pcs. (+/- 5 %) 
47.2x94.5 in: 12.12 Ibs / per pcs. (+/- 5 %) 
0.3 in: 31.5x94.5:     Ibs / per pcs. (+/- 5 %) 
47.2x94.5 in:    Ibs / per pcs. (+/- 5 %)

ACOUSTIC RATES Acoustic Rates: 0,23 NRC (EN-11654) 

FIRE RATES B, S1, d0 (EN-13501)

LIGHT FASTNESS 6+ (ISO-105 B02)

MAS CERTIFIED GREEN     CDPH Standard Method v1.2 Low VOC / Eligible for LEED v4

HEALTH 99.9 % Antibacterial (ISO-20743) Formaldehyde-free (ISO-14184)

MOISTURE ABSORPTION >0.03 % by weight (50°C/122°F at 90% relative humidity)

THERMAL INSULATING: 0,040 W/mK

Natural 

Mandarin

PERFORMANCE

CARE

• Easy to clean with a damp
cloth or vacuum cleaner

• Indoor use only
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FTH mcontrast.com
FTH mcontrast.com 1

SUN

PT290 L PT290 R

47.2”

94.5” 94.5”

47.2”

*** MESH PANELS ARE NEVER %100 STRAIGHT AND RIGID
*** IN CODES, “H” INDICATES HANGING SYSTEM
*** NATURAL COLOUR OUTCOMES MAY VARY IN DIFFERENT BATCHES
*** PRICES ARE FOR ONE PIECE
*** “SUN” TO BE ORDERED AS LEFT AND RIGHT TO ACHIEVE THE FULL PATTERN

HANGING INSTALLATION

SLIDING INSTALLATION

SUN
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